Material Safety Data Sheet
                                                                                                              1327 Harter Rd.

         NO-TOIL INDUSTRIES                    Yuba City, CA 95993

                                                                      Phone: (530) 671-4645
IN AN EMERGENCY, CALL CHEMTREC – 800-424-9300
SECTION 1 – IDENTIFICATION
PRODUCT NAME:  NO-TOIL EVOLUTION FOAM FILTER OIL AEROSOL
PRODUCT CODE:   NT-102 
SECTION 2 - COMPOSITION/INFORMATION ON INGREDIENTS
NAME                    
              CAS #               %




BLEND OF FATTY ACIDS
                Proprietary
         50-70

     
WATER                       
               732-18-5                20-45
NONIONIC SURFACTANT                Proprietary              1-5
ETHANE,1,1,1,2-TETRAFLUORO      811-97-2               25-35
SECTION  3- HAZARDS IDENTIFICATION
EMERGENCY OVERVIEW – WARNING: FLAMMABLE, CONTENTS UNDER PRESSURE. CONTAINER MAY BURST IF HEATED. DO NOT PLACE IN HOT WATER, OR NEAR RADIATORS, STOVES, OR OTHER SOURCES OF HEAT. DO NOT PUNCTURE OR INCINERATE, OR STORE ABOVE 120°F (49°C). DO NOT USE IN PRESENCE OF OPEN FLAME OR SPARK OR OTHER SOURCES OF IGNITION.

KEEP OT OF REACH OF CHILDREN. AVOID GETTING IN EYES. USE ONLY AS DIRECTED. INTENTIONAL MISUSE BY DELIBERATELY CONCENTRATING AND INHALING MAY BE HARMFUL OR FATAL.
EYE CONTACT - EXPOSURE CAN CAUSE EYE IRRITATION. SYMPTOMS MAY INCLUDE STINGING, TEARING, REDNESS AND SWELLING.

SKIN CONTACT – EXPOSURE MAY CAUSE MILD SKIN IRRITATION. PROLONGED OR REPEATED EXPOSURE MAY DRY THE SKIN. SYMPTOMS MAY INCLUDE REDNESS, BURNING, DRYING AND CRACKING, AND SKIN BURNS. PRE-EXISTING SKIN DISORDERS MAY BE AGGRAVATED BY EXPOSURE TO THIS MATERIAL. SKIN ABSORBTION POSSIBLE, BUT HARMFUL EFFECTS ARE NOT EXPECTED FROM THIS ROUTE OF EXPOSURE UNDER NORMAL CONTITIONS OF HANDLING AND USE.
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	SECTION 3- HAZARDS IDENTIFICATION CONTINUED


INHALATION –CONTAINS ASPHYXIANT GASES. INTENTIONAL INHALATION OF GASES MAY CAUSE HEADACHE, FATIGUE, WEAKNESS, MENTAL CONFUSION, MOOD DISTURBANCES, AND DECREASED COORDINATION AND JUDGMENT. SEVERE OVEREXPOSURE MAY PRODUCE MORE SERIOUS SYMPTOMS, INCLUDING COMA AND DEATH.

INGESTION –SINGLE DOSE ORAL TOXICITY IS LOW, SWOLLOWING SMALL AMOUNTS DURING NORMAL HANDLING IS NOT LIKELY TO CAUSE HARMFUL EFFECTS; SWOLLOWING LARGE AMOUNTS MAY BE HARMFUL.SYMPTOMS MAY INCLUDE.

· GASTROINTESTINAL IRRITATION (NAUSEA, VOMITING, DIARRHEA)

· IMPAIRED COORDINATION

· CENTRAL NERVOUS SYSTEM DEPRESSION.

· RESPIRATORY DEPRESSION

· LOW BLOOD PRESSURE

· EFFECTS ON HEART RATE

· MILD, REVERSABLE LIVER EFFECTS

· PULMONARY EDEMA

SECTION 4 – FIRST AID MEASURES
EYES CONTACT: IF SYMPTOMS DEVELOP, MOVE INDIVIDUAL AWAY FROM EXPOSURE AND INTO FRESH AIR, FLUSH EYES GENTLY WITH WATER FOR AT LEAST 15 MINUTES WHILE HOLDING EYELIDS APART. IF SYMPTOMS PERSIST OR THERE IS ANY VISUAL DIFFICULTY, SEEK MEDICAL ATTENTION.

SKIN CONTACT: REMOVE CONTAMINATED CLOTHING, WASH EXPOSED AREA WITH SOAP AND WATER. IF SYMPTOMS PERSIST, SEEK MEDICAL ATTENTION. LAUNDER CLOTHING BEFORE REUSE.

INHALATION: IF SYMPTOMS DEVELOP, IMMEDIATELY MOVE INDIVIDUAL AWAY FROM EXPOSURE AND INTO FRESH AIR.  SEEK IMMEDIATE MEDICAL ATTENTION; KEEP PERSON WARM AND QUIET. IF PERSON IS NOT BREATHING, BEGIN ARTIFICIAL RESPIRATION. IF BREATHING IS DIFFICULT, ADMINISTER OXYGEN.
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	SECTION 4- FIRST AID MEASURES CONTINUED


INGESTION: SEEK MEDICAL ATTENTION. IF INDIVIDUAL IS DROWSY OR UNCONSCIOUS, DO NOT GIVE ANYTHING BY MOUTH. PLACE INDIVIDUAL ON THE LEFT SIDE WITH THE HEAD DOWN. IF INDIVIDUAL IS CONSCIOUS AND ALERT, INDUCE VOMITING. IF POSSIBLE, DO NOT LEAVE INDIVIDUAL UNATTENDED. 

SECTION 5 – FIRE-FIGHTING MEASURES          
AEROSOL LEVEL: LEVEL 1 AEROSOL / NON-FLAMMABLE
EXTINGUISHING MEDIA: USE EXTINGUISHING AGENT SUITABLE FOR TYPE OF SURROUNDING FIRE (FOAM, CO2, DRY CHEMICALS).
SPECIFIC FIRE FIGHTING PROCEDURES: SELF CONTAINED BREATHING APPARATUS IS RECOMMENDED.

WATER MAY NOT BE EFFECTIVE FOR FIGHTING FIRES, WATER MAY BE USED TO KEEP FIRE-EXPOSED CONTAINERS COOL UNTIL FIRE IS OUT.

UNUSUAL FIRE AND EXPLOSION HAZARDS: AEROSOLS MAY BURST AT TEMPURATURES ABOVE 120°F. CONTENTS UNDER PRESSURE. COOL UNINVOLVED CONTAINERS TO PREVENT POSSIBLE BURSTING. FLOORS MAY BE SLIPPERY WHERE MATERIALS ARE RELEASED.
SECTION  6 – ACCIDENTAL RELEASE MEASURES
SPILL PROCEDURES: ABSORB LIQUID WITH ABSORBANT MATERIAL

LARGE SPILL: ELIMINATE ALL IGNITION SOURCES. PREVENT RUN-OFF TO SEWERS, STREAMS AND OTHER BODIES OF WATER, FOLLOW ALL LOCAL, STATE AND FEDERAL REGULATIONS.

SECTION 7 – HANDLING AND STORAGE
HANDLING: CONTENTS UNDER PRESSURE. HANDLE AS TO AVOID PUNCTURING CONTAINER(S). WHEN USED AS INTENDED NO ADDITIONAL PROTECTIVE EQUIPMENT IS NECESSARY. USE GOGGLES IF LIKELYHOOD OF EYE CONTACT. WASH UNINTENTIONAL RESIDUE WITH SOAP AND WATER.
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SECTION 7 – HANDLING AND STORAGE CONTINUED
STORAGE: STORE AEROSOL CONTAINERS IN COOL, DRY, WELL VENTILATED AREAS, AWAY FROM HEAT AND DIRECT SUNLIGHT. AVOID TEMPURATURES ABOVE 120°F (49°). KEEP AWAY FROM ANY INCOMPATIBLE MATERIAL (SEE SECTION 10). PROTECT CONTAINERS AGAINT PHYSICAL DAMAGE. TO AVOID UNINTENTIONAL SPRAYING KEEP PROTECTIVE CAP IN PLACE WHEN NOT IN USE.
SECTION 8 – EXPOSURE CONTROL AND PERSONAL PROTECTION
ENGINEERING CONTROLS: PROVIDE ADEQUATE VENTILATION TO MAINTAIN AIRBORNE LEVELS BELOW RECOMMENDED EXPOSURE LIMITS.
EYE PROTECTION: USE APPROPRIATE PPE TO PREVENT SPLASHING INTO EYES.
SKIN PROTECTION: GLOVES (VINYL, NITRILE, LATEX, ETC.) SHOULD BE USED IF THERE WILL BE DIRECT CONTACT WITH PRODUCT. 
SECTION 9 – PHYSICAL AND CHEMICAL PROPERTIES
APPEARANCE AND ODOR: MILKY GREEN LIQUID;  SLIGHT MUSTY ODOR

BOILING POINT:  N/A                    SPECIFIC GRAVITY: (H20=1) 0.963                       VAPOR PRESSURE OF FINISHED PRODUCT: 80-90psi @ 70°F.
SECTION 10 – STABILITY AND REACTIVITY
STABILITY:  STABLE

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR
CONDITIONS TO AVOID: HIGH TEMPURATURE ABOVE 120° F (49°C). DO NOT USE WITH ALUMINUM EQUIPMENT. AVOID CONTACT WITH STRONG OXIDIZING AGENTS, ACIDS, CHLORINE, ACETALDEHYDE, ETHYLENE OXIDE, ISOCYANATES.
HAZARDOUS DECOMPOSITION PRODUCTS: MAY FORM TOXIC MATERIALS; CARBON DIOXIDE AND CARBON MONOXIDE.
SECTION 11- TOXICOLOGY INFORMATION
ROUTES OF ENTRY: ABSORBED THROUGH SKIN, DERMAL CONTACT, EYE CONTACT, AND INHALATION.

NO DEFINITIVE INFORMATION FOUND ON TOXICITY.
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SECTION 12 – ECOLOGICAL INFORMATION
WHEN SPILLLED THIS PRODUCT MAY ACT AS AN OIL, CAUSING A FILM, SHEEN, EMULSION, OR SLUDGE AT OR BENEATH THE SURFACE OF A BODY OF WATER.

SECTION 13 – DISPOSAL CONSIDERATIONS
DISPOSE OF IN A MANNER CONSISTANT WITH FEDERAL, STATE, AND LOCAL REGULATIONS.
SECTION 14 – TRANSPORT INFORMATION
SHIPPING INFORMATION / CONTAINER LESS THAN 2 LITERS

DOT SHIPPING NAME: CONSUMER COMMODITY

DOT HAZARD CLASS: ORM-D
LAND TRANSPORT ADR/RID
ADR/RID CLASS: 2

UN CLASS: 1950

HAZARD LABEL: 2.1

DESCRIPTION OF GOODS: 1950 AEROSOLS

MARITIME TRANSPORT IMDG

IMDG CLASS: 2.1
UN NUMBER: 1950

LABEL 2.1

EMS NUMBER: F-D, SU

MARINE POLLUTANT: NO
PROPER SHIPPING NAME: AEROSOLS

AIR TRANSPORT ICAO-TI AND IATA-DGR/SPECIAL PROVISION A112
ICAO/IATA CLASS: 9
ID NUMBER: ID8000
LABEL: MISCILANEOUD DANGEROUS GOODS  CLASS 9
PROPER SHIPPING NAME: CONSUMER COMMODITY
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SECTION 15 - REGULATORY INFORMATION
NFPA 30B: LEVEL 1 AEROSOL
HMIS (USA):

     HEALTH HAZARD: 1

     FIRE HAZARD: 1
     REACTIVITY: 0                                            
SECTION 16 - OTHER INFORMATION
MATERIAL DATA SAFETY SHEET

Document Preparation Date:
06/10/2010
This information has been compiled from sources considered to be dependable and is accurate to the best of No-Toil Industries knowledge. No-Toil makes no warranty whatsoever regarding the accuracy of such data or the results to be obtained from the use thereof.
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