Material Safety Data Sheet
                                                                     1327 Harter Rd.

                NO-TOIL INDUSTRIES            Yuba City, Ca 95993

                                                                     Phone: (530) 671-4645
IN AN EMERGENCY CALL CHEMTREC – 800-424-9300

SECTION  1 - IDENTIFICATION
PRODUCT:  NO-TOIL BIODEGRADABLE FOAM FILTER CLEANER
MANUFACTUERS NAME: SODA ASH

PRODUCT CODES:  NT-03 / NT-20
SECTION 2 - COMPOSITION/INFORMATION ON INGREDIENTS
NAME                                             CAS #                          %
SODIUM CARBONATE                       497-19-8

         97 -99%

 BALANCING AGENT                     PROPRIETARY                   1 -3 %                                        
SECTION  3 –HAZARD IDENTIFICATION
SYMPTOMS OF OVEREXPOSURE:

EYE CONTACT:   MAY CAUSE EYE IRRITATION.  NO SIGNIFICANT

 ADVERSE EFFECTS EXPECTED.

SKIN CONTACT:   MAY CAUSE SKIN IRRITATION SEEN AS REDNESS AND SWELLING.  IN THE PRESENCE OF MOISTURE OR SWEAT, MAY CAUSE  MORE SEVERE IRRITATION, INCLUDING

BURNS, FOLLOWING PROLONGED CONTACT.

INGESTION:    MAY CAUSE BURNS OF THE MOUTH, THROAT,

ESOPHAGUS AND DIARRHEA IF LARGE QUANTITIES ARE INGESTED.

INHALATION :    MAY BE IRRITATING TO THE NOSE, THROAT,

AND RESPIRATORY TRACT.

SECTION  4 - FIRST AID MEASURES
INGESTION:    DO NOT INDUCE VOMITING.  IF CONSCIOUS, GIVE 2 GLASSES OF WATER OR MILK.  DO NOT GIVE CARBONATED BEVERAGES OR WEAK 
ACIDS SUCH AS VINEGAR. GET IMMEDIATE MEDICAL ATTENTION.
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	SECTION 4 – FIRST AID MEASURES CONTINUED


EYE CONTACT:    FLUSH WITH WATER AT LEAST 15 MINUTES.  GET MEDICAL ATTENTION IF EYE IRRITATION DEVELOPS OR PERSISTS, PERFERABLY BY AN OPHTHAMOLOGIST.

SKIN CONTACT:   WASH IMMEDIATELY WITH SOAP AND WATER.  

REMOVE SOILED CLOTHING.  GET MEDICAL ATTENTION IF IRRITATION DEVELOPS.  LAUNDER CONTAMINATED CLOTHING BEFORE REUSE. 

INHALATION:   REMOVE VICTIM TO FRESH AIR.  IF NOT 

BREATHING ADMINISTER CPR.  IF BREATHING IS DIFFICULT OR IRRITATION DEVELOPS, GET MEDICAL ATTENTION.

SECTION 5-FIRE FIGHTING MEASURES

NON- COMBUSTIBLE

SPECIAL FIRE PROCEDURES:     RECOMMEND SCBA AND FULL PROTECTIVE CLOTHING.  DIKE AREA TO PREVENT RUNOFF.

SECTION 6-ACCIDENTAL RELEASE MEASURES

TO THE EXTENT POSSIBLE, CLEAN UP THE SPILLAGE USING SHOVELS, SWEEPING, OR VACUUMING. AVOID DUST GENERATION. PLACE IN APPROPRIATE CONTAINERS FOR DISPOSAL. FLUSH AREA WITH WATER. IF SPILLED ON THE GROUND, THE AFFECTED AREA SHOULD BE SCRAPED CLEAN AND THE MATERIAL PLACED IN AN APPROPRIATE CONTAINER FOR DISPOSAL. DO NOT FLUSH MATERIAL TO PUBLIC SEWER SYSTEMS OR ANY WATERWAYS. WEAR APPROPRIATE PROTECTIVE CLOTHING AND EQUIPMENT DURING CLEAN UP ACTIVITIES. 

SECTION 7- HANDLING AND STORAGE

AVOID EXPOSURE BY INHALATION. AVOID GETTING IN EYES OR ON SKIN AND CLOTHING. 

CONTAINERS SHOULD BE STORED IN A COOL, DRY WELL VENTILATED AREA. STORE AWAY FROM FOOD STUFFS OR ANIMAL FEED.
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SECTION 8- EXPOSURE CONTROL AND PERSONAL PROTECTION

RESPIRATORY PROTECTION:  IN DUSTING CONDITIONS, USE A NIOSH/MSHA APPROVED DUST MASK

PROTECTIVE CLOTHING:  CHEMICAL RESISTANT GLOVES.

EYE PROTECTIONS: SAFETY GOGGLES.

SECTION 9- PHYSICAL  AND CHEMICAL PROPERTIES
APPERANCE:                                      WHITE GRANULAR SOLID

SOLUBILITY IN WATER:                   7G/100G WATER

SPECIFIC GRAVITY:                           2.532

ODOR                                                    ODORLESS

PH:                                                         11.3 (1% AQUEOUS SOLUTION)

                                                               11.6 (10% AQUEOUS SOLUTION)

BULK DENSITY:                                 48-65 LBS/CU.FT.

MELTING POINT:                                851°C (1564°F)

DECOMPOSITION POINT:                 400°C (752°F)
SECTION 10 - STABILITY AND REACTIVITY
STABILITY               MATERIAL IS NORAMLLY STABLE AT AMBIENT

                                   TEMERATURE AND PRESSURE.

CONDITIONS TO AVOID:         HYGROSCOPIC; PROTECT FROM
                                                             MOISTURE.
POLYMERIZATION    WILL NOT OCCUR.

DECOMPOSITION        CARBON DIOXIDE IS EVOLVED AT VERY 

                                         HIGH TEMPERATURES (1000°C, 1832°F)
                                         OR WHEN MIXED WITH ACIDS.
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	SECTION 10 – STABILITY AND REACTIVITY CONTINUED


MATERIALS                   REACTS WITH STRONG ACIDS.  CAN 
TO AVOID                       REACT VIOLENTLY WITH Al, P2O5, H2SO4,

                                         F2, Li AND 2,4,6-TRINITROTOLUENE.  

                                         UPON CONTACT WITH REDUCING SUGARS, 

                                         MAY REACT TO FORM CARBON MONOXIDE

                                         GAS.

SECTION 11 – TOXICOLOGY INFORMATION
TOXICITY:

       ACUTE ORAL TOXICITY (LD50): 4090 MG/KG [RAT]

       INHALATION TOXICITY (LC50): 2300 MG/M3/2HRS

SECTION 12 – ECOLOGICAL INFORMATION
CURRENT DATA NOT AVAILABLE

SECTION 13 –DISPOSAL CONSIDERATIONS
DISPOSE OF IN A MANNER CONSISTANT WITH FEDERAL, STATE, AND LOCAL REGULATIONS.
SECTION 14 –TRANSPORTATION INFORMATION
TRANSPORTATION STATUS:    NOT REGULATED

SECTION 15 –REGULATORY INFORMATION
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0 TSCA            ALL COMPONENTS ARE ON THE US TSCA INVENTORY
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SECTION 16 - OTHER INFORMATION
Document Preparation Date:  June 1998

The information contained herein is believed to be accurate.  It is provided independently of any sale of the product for the purpose of hazard communication.  It is not intended to constitute performance information concerning the product.  No Express warranty, or implied warranty of merchantability or fitness for a particular purpose is made to the product or the information contained herein.
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